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UM7715ZJGS 1to3S (*May Vary), 

Black Only 

Slave Cordless 

 
▪ Slave Unit is Single Line Analog Cordless. 
▪ SLAVE UNIT, TO BE USED WITH MASTER UNIT. CANNOT BE USED 

INDEPENDENTLY. 
▪ Service Buttons: Cordless handset can save up to 3 service buttons to match 

with Corded Master Unit. 

▪ DECT 6.0 technology for clear sound. 
▪ Dynamic Transmit Power: Handset transmits power which adapts to 

the distance between handset and base, helping to extend battery 
life between charges. 

▪ Ringer volume five-steps adjustable 
▪ On, Off, Hold, Flash, Vol+/-, Mute, Redial, Spkr buttons on cordless 

handset 
▪ Low Battery Indicator 
▪ Talk Time: 8-10 hours, Standby: about 3 days 
▪ Multiple Remote Handset Support: Base can support up to 4 remote 

handsets 
▪ Automatic Handset Synchronization: Handset automatically 

synchronize by being placed onto base charge cradle unit 
▪ Cordless Handset Configurations: 1.8GHz, 1.9GHz, DECT6.0 optional 

SPECIFICATIONS 
▪ Colour: Black 
▪ Dimensions: Cordless Slave: L218*W70*H130 (mm) 
▪ Message Waiting: Compatible with all major hospitality PABXs 
▪ Cordless Handset Range: 100m/300m (varies due to environmental factors) 
▪ ISO9001, FCC Part 15 and Part 68, CE, CCC 
▪ Carton Dimensions: Cordless Slave: L52.5*W34*H24.5 (cm) 
▪ Package (set/carton): Cordless Slave: 12sets/carton 
▪ The stated information/specifications are subject to change without notice. 

FEATURES 


