IP20-S3, Black

FEATURES

SPECIFICATIONS

Single Line SIP Phone

3 programmable speed dials on handset with PVC sticker label
Mute, Redial buttons

Volume button W adjustable in 5 levels

Dial Character: Standard 12 group (DTMF)

Supports DHCP (dynamic host configuration protocol) and
static IP address protocol for getting IP address

Supports G.711 /G.722 / G.723 / G.729AB / G.726 / iLBC
Supports SIP V2/SDP/RTP/RTCP/STUN/SNTP/DNS/SNMPv2
Supports IEEE802.1 Q standard, IEEE802.3 as standard
Supports SIP protocol’s standards

Supports updating the program by HTTP and TFTP
Dynamic voice detection; Voice polishing; Voice buffering

Colour: Black

Dimensions: L195*W95*H65 (mm)

Handset Cord: 2.70m

Message Waiting Light Voltage: Standard 90~150V DC,
Customized various MWL card compatible with PBX, Operating
Voltage: 24V~60V DC

ISO9001, CCC, CE, FCC Part 15 and Part 68

Carton Dimensions: L53*W38*H30 (cm)

Package (set/carton): 20sets/carton

The stated information/specifications are subject to change
without notice.
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Innovation at work




CONTROLS AND FUNCTIONAL KEYS

CONTROLS AND FUNCTIONAL KEYS

i}
Handset Base Base - rear
1. 3 service keys 5. Table stand B WAN lack
2. 3 functional keys 6. Base station 9. Ethernet Cable
3. 12 numeric keys 7. Handset cord jack

4. Message and ringing indicator

Features Description of the functional keys

MUTE - Mute button

il - To lower or increase the handset volume
REDIAL - Redial button

" - Key for special services

3 - Key for special services

Tested with the following PEX and release:

= Alcatel OXO R10.0/11.0

= Cisco CM7.1/ Cisco BERDODD UCS C220M3 Software Version 10 call manager
= Mitel MiVoice 5000

*  Siemens Hipath 4000 V6.0

=  Avaya Communication manager 8800

E: marketing@bittelasia.com W: www.bittelasia.com
bltt Bittel Asia Pte Ltd (Singapore): Tel: +65 6692 8034 Fax: +65 6692 8001 A: 10 Raeburn Park #03-01 Singapore 049483
Bittel Asia, Inc. (Philippines): Tel: +632 8893 8909 Fax: +632 8893 8909 Ext 802 A: Makati Corporate Office 28t Floor Cityland Pasong Tamo

' Tower U2807, 2210 Chinco Roces Avenue (Pasong Tamo), Makati City, Philippines 1230
G Copyright © 2022, Bittel Asia, All Rights Reserved. UNO and Bittel Logo are trademarks of Bittel.




