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 FEATURES 

SPECIFICATIONS 

▪ Single Line SIP phone 
▪ Corded Handset with Integral DECT base station VOIP, SIP 

compatible 
▪ Calls can be made and received from the base or the cordless 

handset. 
▪ Multiple Remote Handset Support: Base can support up to 4 remote 

cordless handsets  
▪ Supports 1.8/1.9GHz, DECT6.0, WDCT standards. 
▪ Fast charging and low battery warning on cordless handset. 
▪ Hold, Mute, Flash, Vol-/+, Redial/Pg, Spkr 
▪ Last Dialed number deleted after 10 minutes 
▪ Adjustable earpiece / speaker / ringer volume 
▪ Speakerphone 
▪ Easy web configuration 
▪ Supports message waiting lamp key with retrieval function. 
▪ Service Buttons: 8 Buttons on Base and 3 Buttons on Cordless 

handset 
▪ Supports obtaining IP address via DHCP/ Static IP. 
▪ Supports PCMU, G.729a/b, PCMA speech decoding algorithms. 
▪ Supports RFC2833, SIP INFO and other DTMF transmission mode. 
▪ Supports IEEE802.1 Q standard, IEEE802.3af protocol. 
▪ Supports SIP protocol standards. 
▪ Supports upgrade through HTTP/TFTP protocol. 
▪ Adopts dynamic speech detection; Comfortable noise generation, 

Speech buffering technologies. 
▪ Integrated PoE power supply function for easy installation. 

 

IP20D (Corded Master), Black 

 

▪ Colour: Black 
▪ Corded Master Dimensions: L198 x W138 x H88 (mm) 
▪ Corded Master Weight: 958g 
▪ Corded Master Handset Cord: 2.7m 
▪ Cordless Slave Dimensions: L195 x W95 x H65 (mm) 
▪ Cordless Slave Weight: 531g 
▪ Cordless Handset: 

NiMH Battery (3.6V/700mA) 
Standby: 3 days 
Talk Time: 10 hours 
Cordless Handset Range: Indoor 50m/Outdoor 300m (varies due to 
environmental factors) 

▪ Approved Standards EN 55022 and EN 55024 
▪ Carton Dimensions (Corded Master): L43*W37*H23 (cm) 
▪ Package (set/carton): 10sets/carton 
▪ Carton Dimensions (Cordless Slave): L53*W38*H30 (cm) 
▪ Package (set/carton): 20sets/carton 
▪ The stated information/specifications are subject to change without notice. 

FEATURES 

IP-HS20D (Cordless Slave), Black 

 

 


